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THE MONSTER HOSE

Premium Water Hose
e Hybrid polymer \

e Superior all-weather
flexibility (35° to 150° F)

e Abrasion resistant

e Crush proof nickel
plated male & female fittings

¢ Rugged bend restrictor

e 3/4in. - 11-1/2 GHT fitting size

¢ Lightweight

e Coils easily

¢ Kink resistant - ribbed inner core design

e Applications: Construction use, water delivery,
landscaping, irrigation, concrete cleaning/pouring/
conditioning, grounds keeping, washdown

Part No. Size Unit
HFZW5825YW34 5/8 in. ID x 25 ft. 1
HFZW5850YW34 5/8 in. ID x 50 ft. 1
HFZW5875YW34 5/8in.ID x 75 ft. 1
HFZW58100YW34 5/8 in. ID x 100 ft. 1

Pressure Washer Hose

e 3/8” rigid male pipe on one .
end, 3/8” female pipe ; R \
swivel on the other end — son o
for 3/8” hoses

e M22 connections on
each end for 5/16” hoses

. . \

e Designed for professional-
duty cold water pressure
washers

e Dual overbraid technology: polyester braid over inner
tube, brass-coated steel braid over the polyester

e Clear polyurethane “non-marring” outer jacket

e 4:1 burst ratio

e Rated up to 140°F maximum

e Hose application temperature range: -4° to 140°F

e Extremely tough, and easy to handle

e 2-year warranty

e Unit for each is 1

Pressare Washer W

Fitting Working
Part No. Size Size Pressure
HFZ332540YW 3/8in.ID x 25 ft. 3/8 NPT 4000
HFZ335040YW  3/8in.ID x 50 ft. 3/8 NPT 4000
HFZ5222540YW 5/16in.ID x 25 ft. M22 3600
HFZ5225040YW 5/16in.ID x 50 ft. M22 3600

Flexzilla® is a registered trademark of Legacy™ Manufacturing Company
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Hose Nozzle
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¢ Reinforced solid brass stem designed

for high pressure (1000si) uses

e Heavy duty die-cast metal body
¢ Insulated for hot & cold water protection
¢ Industrial-tough quality

Water Pressure

Part No. Limit (Lbs.) Temp Limit Unit

19050 800 180°F 1

Fire Classifications

Our fire extinguishers are multi-purpose and designed for
use on Class A, B, and C fires. You will see these same
symbols or letters on the operating instructions of all our
fire extinguishers.
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A. Trash ¢ Wood ¢ Paper
Class A fires are fueled by combustibles such as paper,
wood, fabric, rubber, and certain plastics.

ELECTRICAL

B. Liquids ¢ Grease
Class B fires are fueled by flammable liquids such as
gasoline, oil, paint or cooking fat.

C. Electrical Equipment
Class C fires are caused by energized electrical equip-
ment such as motors, appliances or switches.

Please note that the $25 HAZMAT shipping charge for all
fire extinguisher orders are NOT per unit, but per order
only. Multiple units may be purchased on the same order
with no additional HAZMAT charge.

B:C Rated Dry Chemical
Rechargeable Extinguishers

e Charge wgt. 2 Ibs. g =
« Rated 5-B:C Jﬁ:
e Gauge pressure dial indicator E?ﬁ.,_ ]
e DOT/Coast Guard approved
¢ Vehicle/marine mounting bracket
Part No. Description Unit
8588 Model 210 RFC 1



creo





creo



