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Cold Chisels 11826

Punches/Chisels/Awls

Dead Blow Mallet 30817

Center Punches 11830

Rubber Mallet 263

Soft Face Hammers 265

Pin Punches 11822

Sledge Hammers 266

Wood Handle Nail Hammers 260

Contractor Grade™ Engineer's
Hammer

11821

Transfer Punch Set 30717

Ball Pein Hammers 261

• Used in metal working layout
• Used for marking intersecting center lines, hole locations and

pilot drill starting points
• Modified parabolic struck end for greater resistance to

mushrooming and chipping

• Used to mark the center of a through-hole onto a second work
piece that is below the pattern piece

• For layout work and transferring of threaded, drilled or reamed
holes

• Made from the finest tool steel and carefully heat treated
• Punch length 4-7/8"
• 28 Piece set includes sizes 3/32" to 1/2" x 1/64" plus 17/32"

and stand
• Stand is indexed with sizes and can also be used to store drill

bits on a workbench

• Designed to cut any cold metal softer than the chisel itself such
as wrought iron, cast iron, steel, brass, bronze, copper,
aluminum, bolts, nuts and rivets

• Modified parabolic struck end for greater resistance to
mushrooming and chipping

• For use in extremely harsh work environments
• Made from tool steel and specially heat treated for greater

strength and ductility
• Modified parabolic struck end for greater resistance to

mushrooming and chipping

• Specially designed shot loaded head delivers 30% more driving
force with less effort

• Special formula thermoplastic head material is exceptionally
resilient and durable

• Striking face resists picking up and transferring metal chips
• Non-slip grip is immune to oil, solvents, gasoline and common

automotive and industrial chemicals
• Entire hammer is spark proof, shock proof and non-magnetic
• 3 lbs.

• High carbon, steel forged head with polished bell face
• Hickory wood handle

• Tough rubber head molded to lacquered wood handle

• Professional™ series
• High-carbon steel forged head, hardened and tempered
• Rim Tempered® face minimizes chipping, assures greater safety
• Polished face, poll and pein
• Multiple wedged
• Hickory wood, lacquered handle

• Steel handle with rubber grip designed to give precision blows
without recoil

• Replaceable impact-resistant polyurethane tips
• For industrial uses such as machine tools, gear box, construction,

sheet metal and repair shops

• Forged steel head hardened and tempered
• Faces machine finished
• Clear lacquered wood handles
• Designed for general sledging operations in striking wood,

metal, concrete or stone
• Warning: Never use a sledge with a loose or damaged handle

• Forged steel head is hardened and tempered
• Faces machine finished
• Selected clear lacquered hickory handles

Part No. Description Unit
KP65892 28 piece set 1

Part No. Description Size OAL (In.) Unit
19796 Curved claw 16 oz. 131⁄4 1
19798 Ripping claw 16 oz. 131⁄4 1

CAUTION: Always wear eye protection when using striking tools

Part No. Size OAL (In.) Unit
C144210 8 oz. 11 1
19797 16 oz. 14 1
C144214 24 oz. 15 1
-19797-2 32 oz. 16 1

CAUTION: Always wear eye protection when using striking tools

Part No.
Dia. @ Pt. 
(In.)

Stock Size 
(In.)

OAL
(In.) Unit

-19562-1/8 1⁄8 5⁄16 51⁄4 1
-19562-3/16 3⁄16

3⁄8 6 1

Part No.
Size
(Lbs.)

Head Lgth.
(in.)

Face Dia.
(In.) OAL (In.) Unit

19792 3 51⁄8 15⁄8 16 1

Part No. Size (Lbs.) Description Unit
19799 3 101⁄4" handle length 1
-19799-8 8 32" handle length 1

CAUTION: Always wear eye protection when using striking tools

Part No.
Dia. @ Pt. 
(In.)

Stock Size 
(In.)

OAL
(In.) Unit

19566 5⁄32
5⁄16 41⁄4 1

Part No. Tip — Dia. (In.) Description Unit
19794 11⁄2 12" handle length 1
-19794-1 — Replacement tips 1

CAUTION: Always wear eye protection when using striking tools

Part No. Size OAL (In.) Unit
19793 18 oz. 133⁄4 1

CAUTION: Always wear eye protection when using striking tools

Part No.
Chisel Size 
(In.)

Stock Size 
(In.)

OAL
(In.) Unit

-19564-1/2 7⁄16
3⁄8 51⁄2 1

-19564-5/8 5⁄8 1⁄2 65⁄8 1
-19564-3/4 3⁄4 19⁄32 7 1

Part No. Size OAL (In.)
Head Size
W x H (In.) Unit

KP75736 3 lbs 137⁄8" 45⁄8" x 23⁄8" 1




